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A snippet of all the heavy and very heavy events provides a concise summary and underscores the importance of a 

dense sensor network. This table shows variability in the response of the watershed in terms of water level. “-” 

represents missing data for that event. 

Table S1: Summary of extreme rainfall events and corresponding hydrological alert levels in the Bindal Watershed 5 
(September 2022 – August 2023). 

 

 

 

Hydrological monitoring stations 10 

To accurately capture the hydrological dynamics of the watershed, we established a dedicated monitoring network 

consisting of seven sensors. Along the river, we installed three Lidar-based water level sensors (WL1, WL2, WL3), 

placing them sequentially from the upper (WL1) to the lower (WL3) reaches to track the change in water elevation 

throughout the system. Similarly, four tipping bucket rain gauges (RG1, RG2, RG3, RG4) were strategically installed 

across the watershed to capture rainfall variability and dynamics across altitudinal zones. The geographic coordinates 15 
of these monitoring points are detailed in Table S2, and the calculated inter-sensor distances are presented in Table 

S3. The straight-line (geodesic) distance between all seven sensor pairs was calculated using the Haversine formula. 

This formula determines the shortest distance between two points on the surface of a sphere. 

Table S2: Location details and geographic coordinates of the hydrological monitoring network sensors in the Bindal 

watershed. Latitudes and longitudes are provided in decimal degrees. 20 

Sensor Name Latitudes longitudes 

Rainguage1  RG1 30.39833333 78.09541667 

Rainguage2 RG2 30.35973333 78.05485 

Rainguage3 RG3 30.34092778 78.02178889 

Rainguage4 RG4 30.33598611 78.04876389 
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Waterlevel1 WL1 30.335517 78.038947 

Waterlevel2 WL2 30.36703333 78.06797222 

Waterlevel3 WL3 30.31888889 78.01607222 

 

Table S3: Inter-sensor distance matrix for the Bindal watershed hydrological monitoring network {km}.  

 RG1 RG2 RG3 RG4 WL1 WL2 WL3 

RG1 0       

RG2 6.48 0      

RG3 9.38 4.49 0     

RG4 6.86 3.58 2.96 0    

WL1 7.55 2.84 1.73 0.85 0   

WL2 5.39 2.14 6.97 4.67 4.67 0  

WL3 11.16 6.65 2.55 3.78 3.32 7.35 0 
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Spatial variability of rainfall 

 25 
The cumulative plot of monthly observed rainfall across different rain gauges illustrates significant variation in rainfall 

distribution within the watershed over the course of a year. Despite the small size of the watershed, noticeable monthly 

differences highlight the spatial variability in precipitation patterns. 

 

 30 
Figure S1:  Cumulative plot of monthly observed rainfall in different rain gauges (RG1, RG2, RG3, and RG4) across 

the watershed. 
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 35 

Figure S2:  Monthly cumulative rainfall spatial variation across the Bindal watershed from September 2022 to August 

2023. Rainfall distribution is generated using Inverse Distance Weighting (IDW) interpolation with a power parameter 

p=2. The maps display rainfall values (mm) along with the locations of the active rain gauges used for interpolation 

during each respective month. 

To address the inherent interannual variability of the Himalayan monsoon and the limitations of a single-year 40 
observation period (September 2022 – August 2023), we extended our hydrometeorological monitoring through 

October 2025. The Bindal watershed (44.4 km²) is representative of typical urban Himalayan catchments, yet it 

presents significant logistical challenges for long-term sensor maintenance due to steep terrain and extreme seasonal 

events. 

The extended dataset (August 2024 – October 2025) demonstrates consistent high-frequency spatial variability across 45 
the four rain gauges (RG1–RG4). We observed weekly rainfall differences ranging from 50 mm to over 200 mm 

between adjacent sensors, such as the peak recorded at RG1 in late 2025. These findings confirm that the localized 
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rainfall dynamics observed during the primary study period are persistent features of the watershed rather than 

anomalous events. This ongoing data collection validates the necessity of the SMART approach’s adaptive 

thresholding, as the system must account for such high-resolution spatial and temporal fluctuations to provide reliable 50 
community-level alerts 

 

 

Figure S3 Weekly Rainfall Distribution (August 2024 – November 2025). This bar chart illustrates the cumulative 

weekly rainfall across four tipping-bucket rain gauges (RG1–RG4) distributed within the Bindal watershed. The data 55 
highlights significant localized variability and the high-magnitude rainfall events characteristic of the region, 

supporting the calibration of adaptive flood alert thresholds. 

 

Community interaction 

The following are the key findings from the PRA exercise, which help provide an overall idea of the flood situation. 60 

✓ The level of water in the river increases in rainy season (July-Sept) to 10-15 feet else it remains up to 0.5-1 

feet only throughout the year.  

✓ The water quality of Bindal only improves after heavy rainfall for a few days, but it again becomes dirty in 

the next week.  

✓ It was found that the waste from all localities was disposed of directly into the river by people and through 65 
sewer lines.  

✓ From the past 3-4 years, the intensity of the flood has increased with every rainfall.  

✓ The damage caused by the flood was mostly due to bank erosion, and it affected the people living in non/semi-

concrete houses compared to those living in concrete houses. No/less damage was recorded in the localities 

with all concrete houses near the riverbank.  70 
✓  In all three stretches, the people who are mostly affected by the flood are from the labor class or low-wage 

workers.  The flood had damaged some parts of their houses, carried away their assets (bicycle, television, 

documents, etc.), livestock or a family member.  

✓ Through FGDs, it was observed that people were unable to suggest new ideas about early warning systems 

since they were less educated and also not able to understand the need to install them in their locality.  75 
✓ According to the people, the amount of rainfall today has reduced as compared to 30-40 years ago when there 

were more trees, forests, and rivers. 

Community involvement plays an important role in gaining insights into the varied impacts of floods across different 

segments of society. By engaging with the community, researchers can discern the specific classes of people most 

affected by flooding, whether they are marginalized groups, urban residents, or rural communities. Furthermore, 80 
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community engagement facilitates an understanding of the diverse perspectives held by individuals and communities 

regarding flood events, including their perceptions, concerns, and experiences.  

 

Summary of Household surveys  

Sample Size: 100 Households in 5 critical localities.   85 
Respondents: Male 46%; Female 54%  

Origin: From Uttarakhand :31%; Outside Uttarakhand: 69% 

 

Livelihoods of 

Respondents  

Major Problems 

identified  

Major Impacts identified 

1) Private/Government Job 

- 9% 

2) Artisanal Activity 11%  

3) Small Business – 24%  

4) Labour -56% 

1) Increase in 

Settlements – 32%  

2) River has narrowed -

14%  

 3) Polluted river 17%  

4) Intensification of floods 

– 70% 

Impacts on Livelihoods: Yes 29%; No 71%  

Damages of common property: Retaining 

Wall (6%); Bank/Soil Erosion  (6%); Mobile 

Towers/Electric Pole (6%); Bridges (3%)  

Loss of Private Property:   

• Damaged Clothes (52%)  

• Loss of Utensils (52%)  

• Loss of ration (29%)  

• Damaged Houses and Toilets (22%)  

• Damaged Furniture (10%)  

• Building Materials (1%)  

• Refrigerator, Cooler, Cycle (1%)  

• Not Affected (36%) 
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